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STANDARD EQUIPMENT R80CR-9A

ISO standard cabin
 Cabin  ROPS (ISO 12117-2)
  FOPS (ISO 3449)
  FOG (ISO 10262 Level )
All-weather steel cab with all-around visibility
Safety glass windows
Rise-up type windshield wiper
Sliding fold-in front window
Sliding side window
Lockable door
Storage compartment & Ashtray
Centralized monitoring
Engine speed 
Gauges
- Fuel level gauge
- Engine coolant temperature gauge
Warning lamps
- Fuel level
- Engine oil pressure
- Engine coolant temperature
- Hyd. oil temperature
- Low battery
- Air cleaner clogging
Fuel pre-� lter
Air conditioner & heater 
Double acting piping (clamshell, etc) with proportional RCV Lever
Door and locks, one key � ts all
Radio / USB Player with remote control 
Outside rearview mirrors
Fully adjustable suspension seat with seat belt
Console box tilting system (LH.)
Three front working lights
Electric horn
Battery (1 x 12 V x 100 Ah)
Battery master switch
12 volt power supply
Automatic swing brake
Removable reservoir tank
Water separator, fuel line
Mono boom (3.4 m; 11’ 2”)
Arm (1.67 m; 5’ 6”)
Track shoes (450 mm; 1’ 6”)
Track rail guard
Starting Aid (air grid heater) for cold weather

OPTIONAL EQUIPMENT R80CR-9A

Fuel � ller pump (35�/min, 9.2 US gpm) 
Beacon lamp
Single acting piping kit
Safety lock valve for arm cylinder
Track pad (450 mm; 1’ 6”)
Accumulator, work equipment lowering
Electric transducer
Travel alarm 
Quick coupler
Rubber track (450 mm; 1’ 6”)
Rubber PAD (450 mm; 1’ 6”)
Track shoes (600 mm; 1’ 12”)
Long arm (2.2 m; 7’3”)
Tool kit
Cabin rear work lamp
Lever pattern change valve (2 pattern)
Additional counterweight (400 kg; 880 lb)
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*  Standard and optional equipment may vary. Contact your Hyundai dealer for more information. The machine may vary according to International standards.
*  The photos may include attachments and optional equipment that are not available in your area.
*  Materials and specifications are subject to change without advance notice.
*  All imperial measurements rounded o� to the nearest pound or inch.
*  The air conditioning system on this machine contains the fluorinated greenhouse gas refrigerant HFC-134a (Global Warming Potential = 1430). 

The system contains 0.95 kg of refrigerant which has a CO2 equivalent of 1.3585 metric tonne.



Company Organization
Hyundai Heavy Industries (HHI) had its groundbreaking ceremony in March 1972. 
HHI spreads across 2,300 acres that cover 1,500 acres of its production facilities and 
800 acres of amenities (apartment complexes, schools, and recreational centers). 
Since the successful construction of its fi rst two 260,000 DWT supertankers in 
1974, HHI has built and delivered almost every kind of ship to customers the world 
over. Backed by technology and experience acquired through shipbuilding as well 
as streamlined modern facilities and a highly skilled work force, HHI has diversifi ed 
its business activities from shipbuilding into other heavy industrial fi elds. On this vast 
compound, HHI operates various business lines: Shipbuilding, Engine & Machinery, 
Offshore & Engineering, Industrial Plant & Engineering, Electro Electric Systems, 
Construction Equipment and Green Energy, ISO 9001 & ISO 14001 certifi ed.
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