






LIFTING CAPACITY

Lift-point 
height 
m (ft)

Lift-point radius At max. Reach

1.5 m (4.9 ft) 3.0 m (9.8 ft) 4.5 m (14.8 ft) 6.0 m (19.7 ft) Capacity Reach

m (ft)

6.0 m kg *2,120 1,810 *2,080 1,700 4.65
(19.7 ft) lb *4,670 3,990 *4,590 3,750 (15.3)
4.5 m kg *1,990 1,840 *1,700 1,110 5.98

(14.8 ft) lb *4,390 4,060 *3,750 2,450 (19.6)
3.0 m kg *2,270 1,740 *1,790 1,100 *1,600 910 6.64
(9.8 ft) lb *5,000 3,840 *3,950   2,430 *3,530 2,010 (21.8)
1.5 m kg *2,640 1,600 *1,870 1,040 *1,560 850 6.86
(4.9 ft) lb *5,820 3,530 *4,120 2,290 *3,440 1,870 (22.5)
Ground 

Line
kg *2,700 1,500 *1,820  1,000 *1,450 860 6.7
lb *5,950 3,310 *4,010  2,200 *3,200 1,900 (22.0)

-1.5 m kg *3,370           2,740 *2,280 1,490 *1,370  1,010 *1,260 990 6.11
(-4.9 ft) lb *7,430           6,040 *5,030 3,280 *3,020 2,230 *2,780 2,180 (20.1)
-3.0 m kg *1,700         *1,700 *1,130 *1,130 *760 *760 4.93
(-9.8 ft) lb *3,750         *3,750 *2,490 *2,490 *1,680 *1,680 (16.2)

Lift-point 
height 
m (ft)

Lift-point radius At max. Reach

1.5 m (4.9 ft) 3.0 m (9.8 ft) 4.5 m (14.8 ft) 6.0 m (19.7 ft) Capacity Reach

m (ft)

6.0 m kg 2,030 2,030 1,900 1,540 4.65
(19.7 ft) lb 4,480 4,480 4,190 3,400 (15.3)
4.5 m kg *1,990 *1,990 1,240 1,010 5.98

(14.8 ft) lb *4,390 *4,390 2,730 2,230 (19.6)
3.0 m kg 1,960 1,960 1,220           990 1,020 820 6.64
(9.8 ft) lb 4,320 4,320 2,690         2,180 2,250 1,810 (21.8)
1.5 m kg 1,810 1,810 1,170            940 950 760 6.86
(4.9 ft) lb 3,990 3,990 2,580          2,070 2,090 1,680 (22.5)
Ground 

Line
kg 1,710 1,710 1,130            900 970 770 6.7
lb 3,770 3,770 2,490          1,980 2,140 1,700 (22.0)

-1.5 m kg 3,230 2,430 1,690 1,690 1,130            900 1,110 890 6.11
(-4.9 ft) lb 7,120          5,360 3,730 3,730 2,490          1,980 2,450 1,960 (20.1)
-3.0 m kg *1,700        *1,700 *1,130 *1,130 *760 *760 4.93
(-9.8 ft) lb *3,750        *3,750 *2,490 *2,490 *1,680 *1,680 (16.2)

HX85A 2-PIECE BOOM

3.92 m (12’ 10”) boom, 2.1 m (6’ 11”) arm equipped with 450 mm (18’’) triple grouser shoe, dozer down position (without bucket)

3.92 m (12’ 10”) boom, 2.1 m (6’ 11”) arm equipped with 450 mm (18’’) triple grouser shoe, dozer up position (without bucket)

  Rating over-front        Rating over-side or 360 degrees 

1.	Lifting capacity is based on ISO 10567.

2.	Lifting capacity of HX Series does not exceed 75% of tipping load with the machine on firm, level ground or 87% of full hydraulic capacity.

3.	The Lift-point is bucket pivot mounting pin on the arm (without bucket mass).

4.	(*) indicates load limited by hydraulic capacity.

HYUNDAI HX85A COMPACT EXCAVATOR
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LIFTING CAPACITY

Lift-point 
height 
m (ft)

Lift-point radius At max. Reach

1.5 m (4.9 ft) 3.0 m (9.8 ft) 4.5 m (14.8 ft) 6.0 m (19.7 ft) Capacity Reach

m (ft)

4.5 m kg *1,890 1,780 *1,910 1,490 5.01
(14.8 ft) lb *4,170 3,920 *4,210 3,280 (16.4)
3.0 m kg *2,940 *2,940 *2,130 1,730 *1,820 1,160 5.80
(9.8 ft) lb *6,480 *6,480 *4,700 3,810 *4,010 2,560 (19.0)
1.5 m kg *2,620 1,630 *1,970 1,070 *1,920 1,060 6.06
(4.9 ft) lb *5,780 3,590 *4,340 2,360 *4,230 2,340 (19.9)
Ground 

Line
kg *3,580 2,820 *2,870 1,560 *2,010 1,080 5.87
lb *7,890 6,220 *6,330 3,440 *4,430 2,380 (19.3)

-1.5 m kg *3,870 *3,870 *4,230 2,840 *2,600 1,560 *2,040 1,290 5.18
(-4.9 ft) lb *8,530 *8,530 *9,330 6,260 *5,730 3,440 *4,500 2,840 (17.0)
-3.0 m kg *2,330 *2,330 *1,770 *1,770 3.6
(-9.8 ft) lb *5,140 *5,140 *3,900 *3,900 (11.8)

Lift-point 
height 
m (ft)

Lift-point radius At max. Reach

1.5 m (4.9 ft) 3.0 m (9.8 ft) 4.5 m (14.8 ft) 6.0 m (19.7 ft) Capacity Reach

m (ft)

4.5 m kg *1,890 1,620 1,650 1,350 5.01
(14.8 ft) lb *4,170 3,570 3,640 2,980 (16.4)
3.0 m kg *2,940 *2,940 1,930 1,570 1,280 1,050 5.80
(9.8 ft) lb *6,480 *6,480 4,250 3,460 2,820 2,310 (19.0)
1.5 m kg 1,830 1,470 1,190 970 1,170 960 6.06
(4.9 ft) lb 4,030 3,240 2,620 2,140 2,580 2,120 (19.9)
Ground 

Line
kg 3,280 2,510 1,750 1,410 1,200 980 5.87
lb 7,230 5,530 3,860 3,110 2,650 2,160 (19.3)

-1.5 m kg *3,870 *3,870 3,310 2,530 1,750 1,400 1,440 1,170 5.18
(-4.9 ft) lb *8,530 *8,530 7,300 5,580 3,860 3,090 3,170 2,580 (17.0)
-3.0 m kg *2,330 *2,330 *1,770 *1,770 3.6
(-9.8 ft) lb *5,140 *5,140 *3,900 *3,900 (11.8)

HX85A MONO BOOM

3.55 m (11’ 8”) boom, 1.75 m (5’ 9”) arm equipped with 450 mm (18’’) triple grouser shoe, dozer down position (without bucket)

3.55 m (11’ 8”) boom, 1.75 m (5’ 9”) arm equipped with 450 mm (18’’) triple grouser shoe, dozer up position (without bucket)

  Rating over-front        Rating over-side or 360 degrees 

1.	Lifting capacity is based on ISO 10567.

2.	Lifting capacity of HX Series does not exceed 75% of tipping load with the machine on firm, level ground or 87% of full hydraulic capacity.

3.	The Lift-point is bucket pivot mounting pin on the arm (without bucket mass).

4.	(*) indicates load limited by hydraulic capacity.
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LIFTING CAPACITY

Lift-point 
height 
m (ft)

Lift-point radius At max. Reach

1.5 m (4.9 ft) 3.0 m (9.8 ft) 4.5 m (14.8 ft) 6.0 m (19.7 ft) Capacity Reach

m (ft)

6.0 m kg *1,930 *1,930 3.85
(19.7 ft) lb *4,250 *4,250 (12.6)
4.5 m kg *1,660 *1,660 *1,640 1,320 5.42

(14.8 ft) lb *3,660 *3,660 *3,620 2,910 (17.8)
3.0 m kg *1,940 1,740 *1,760  1,100 *1,560 1,050 6.15
(9.8 ft) lb *4,280 3,840 *3,880 2,430 *3,440 2,310 (20.2)
1.5 m kg *4,420 2,960 *2,480 1,630 *1,890 1,070 *1,650 970 6.39
(4.9 ft) lb *9,740 6,530 *5,470 3,590 *4,170 2,360 *3,640 2,140 (21.0)
Ground 

Line
kg *3,690  2,800 *2,830 1,550 *1,960 1,040 *1,860 990 6.22
lb *8,140  6,170 *6,240 3,420 *4,320 2,290 *4,100 2,180 (20.4)

-1.5 m kg *3,260 *3,260 *4,500  2,800 *2,700 1,530 *1,910 1,150 5.57
(-4.9 ft) lb *7,190 *7,190 *9,920  6,170 *5,950 3,370 *4,210 2,540 (18.3)
-3.0 m kg *2,980 2,890 *1,820 1,760 4.19
(-9.8 ft) lb *6,570 6,370 *4,010 3,880 (13.8)

Lift-point 
height 
m (ft)

Lift-point radius At max. Reach

1.5 m (4.9 ft) 3.0 m (9.8 ft) 4.5 m (14.8 ft) 6.0 m (19.7 ft) Capacity Reach

m (ft)

6.0 m kg *1,930 *1,930 3.85
(19.7 ft) lb *4,250 *4,250 (12.6)
4.5 m kg *1,660 1,640 1,460 1,200 5.42

(14.8 ft) lb *3,660 3,620 3,220 2,650 (17.8)
3.0 m kg *1,940 1,580 1,220 1,000 1,170 960 6.15
(9.8 ft) lb *4,280 3,480 2,690 2,200 2,580 2,120 (20.2)
1.5 m kg 3,440   2,650 1,830 1,480 1,180 960 1,070 870 6.39
(4.9 ft) lb 7,580 5,840 4,030 3,260 2,600 2,120 2,360 1,920 (21.0)
Ground 

Line
kg 3,260  2,490 1,740 1,400 1,150 940 1,100 890 6.22
lb 7,190 5,490 3,840 3,090 2,540  2,070 2,430 1,960 (20.4)

-1.5 m kg *3,260 *3,260 3,260 2,490 1,720 1,380 1,280 1,040 5.57
(-4.9 ft) lb *7,190 *7,190 7,190  5,490 3,790 3,040 2,820 2,290 (18.3)
-3.0 m kg *2,980 2,580 *1,820 1,580 4.19
(-9.8 ft) lb *6,570  5,690 *4,010 3,480 (13.8)

HX85A MONO BOOM

3.55 m (11’ 8”) boom, 2.1 m (6’ 11”) arm equipped with 450 mm (18’’) triple grouser shoe, dozer down position (without bucket)

3.55 m (11’ 8”) boom, 2.1 m (6’ 11”) arm equipped with 450 mm (18’’) triple grouser shoe, dozer up position (without bucket)

  Rating over-front        Rating over-side or 360 degrees 

1.	Lifting capacity is based on ISO 10567.
2.	Lifting capacity of HX Series does not exceed 75% of tipping load with the machine on firm, level ground or 87% of full hydraulic capacity.
3.	The Lift-point is bucket pivot mounting pin on the arm (without bucket mass).
4.	(*) indicates load limited by hydraulic capacity.

HYUNDAI HX85A COMPACT EXCAVATOR
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STANDARD/OPTIONAL EQUIPMENT

ENGINE STD
YANMAR 4TNV98C Engine

HYDRAULIC SYSTEM STD
Load Sensing Hydraulic
Engine Auto Idle
Engine Auto Shutdown with Smart Key

CABIN & INTERIOR STD
ISO STANDARD CABIN
All-Weather Steel Cabin with 360° Visibility
Cabin ROPS (ISO 12117-2)
Cabin TOPS (ISO 12117)
Cabin FOPS (ISO 10262 Level )
Safety Glass Windows
Sliding Fold-In Front Window
Sliding side windows (left & right)
Windshield Wiper
Cabin Front Window Rain Guard
Door and Cab Locks, One Key
Radio / USB Player
12 V Power Outlet (24 V DC to 12 V DC Converter)
Electric Horn
Storage Compartment & Ashtray
Sun Visor
7-inch Touchscreen Display
Pilot-Operated Slidable Joystick
Cabin Light (Normal / LED)
AUTOMATIC CLIMATE CONTROL
Air Conditioner & Heater
Defroster
Starting Aid (Air Grid Heater) for Cold Weather
CENTRALIZED MONITORING
Inclination sensor
Engine speed
Fuel level gauge
Engine coolant temperature gauge
Fuel level
Engine oil pressure
Engine coolant temperature
Hyd. oil temperature
Low battery
Air cleaner clogging
Fuel prefilter
SEAT
Mechanical Suspension with Heater
Mechanical Suspension without Heater

SAFETY STD
CABIN ROPS (ISO 12117-2)
ROPS (Roll Over Protective Structure)
CABIN TOPS (ISO 12117)
TOPS (Tip-Over Protective Structure)
CABIN FOPS (ISO 10262) LEVEL 1
FOPS (Falling-Object Protective Structures)
Cabin roof steel cover (FOG on top)
Cabin front guard (FOG in front)
Battery master switch
ESL anti-theft device
Rearview camera
Three front working lights (Normal)
Three front working lights (LED)
Travel alarm
Rear work lamp (Normal / LED)
Rotating Beacon (Normal / LED)
Automatic swing brake
Boom cylinder safety valve with overload warning device
Arm cylinder safety valve
Outside rearview mirror

OTHER STD
BOOM OPTIONS
3.55 m Mono Boom
3.92 m 2-piece Boom
ARM OPTIONS
1.75 m Standard Arm
2.10 m Long Arm
Bracket for Hydraulic Thumb
Additional Counterweight  1150 kg
Hi-MATE (Hyundai Telematic System)
Batteries (2 x 12V x 100 AH)
Fuel filler pump
Double-acting piping kit (clamshell, etc.)
Rotation Piping Kit
Quick Coupler Piping
Quick Coupler
Pattern change valve
Accumulator for lowering work equipment
Travel Speed Auto Shift-Down
Tool kit

UNDERCARRIAGE STD
Dozer Blade with floating position
4-way Angle Dozer Blade
TRACK OPTIONS
Rubber Tracks (450 mm, 18")
Steel Tracks (450 mm, 18")
Steel Tracks (600 mm, 24")
Rubber Pads (450 mm, 18")
Roadliner Tracks (500 mm, 20")

* Standard and optional equipment may vary. Contact your Hyundai dealer for 
more information. The machine may vary according to International standards.

* The photos may include attachments and optional equipment that are not 
available in your area.

* Materials and specifications are subject to change without advance notice.

* All imperial measurements rounded off to the nearest pound or inch.
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Ready to experience the Hyundai Effect? 

Contact your Hyundai dealer.
hyundai-ce.eu/en/dealer-locator

Specifications and design are subject to change without notice. Pictures of Hyundai
Construction Equipment Europe products may show other than standard equipment. 

Hyundai Construction Equipment Europe nv,  
Hyundailaan 4, 3980 Tessenderlo, Belgium.  
Tel: (32) 14-56-2200 Fax: (32) 14-59-3405
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