








Load point 
height  
m (ft)

Lift-point radius At max. Reach

2.0 m (6.6 ft) 2.5 m (8.2 ft) 3.0 m (9.8 ft) Capacity Reach

m (ft)

3.0 m kg *400 *400 2.2
9.8 ft lb *880 *880 (7.2)
2.5 m kg *370 *370 *340 *340 2.76
8.2 ft lb *820 *820 *750 *750 (9.1)
2.0 m kg *390 *390 *390 310 *310 300 3.1
6.6 ft lb *860 *860 *860 680 *680 660 (10.2)
1.5 m kg *530 *530 *450 410 *410 310 *310 270 3.3
4.9 ft lb *1,170 *1,170 *990 900 *900 680 *680 600 (10.8)
1.0 m kg *730 550 *530 400 *450 300 *320 250 3.39
3.3 ft lb *1,610 1,210 *1,170 880 *990 660 *710 550 (11.1)
0.5 m kg *870 530 *610 390 *480 300 *340 250 3.39
1.6 ft lb *1,920 1,170 *1,340 860 *1,060 660 *750 550 (11.1)
0.0 m
0.0 ft

kg *910 520 *650 380 *500 300 *390 260 3.29
lb *2,010 1,150 *1,430 840 *1,100 660 *860 570 (10.8)

 -0.5 m kg *880 520 *630 380 *480 290 *450 280 3.08
 -1.6 ft lb *1,940 1,150 *1,390 840 *1,060 640 *990 620 (10.1)
 -1.0 m kg *770 520 *550 380 *460 340 2.74
 -3.3 ft lb *1,700 1,150 *1,210 840 *1,010 750 (9.0)
 -1.5 m kg *520 *520 *440 *440 2.15
 -4.9 ft lb *1,150 *1,150 *970 *970 (7.1)

Load point 
height  
m (ft)

Lift-point radius At max. Reach

2.0 m (6.6 ft) 2.5 m (8.2 ft) 3.0 m (9.8 ft) Capacity Reach

m (ft)

3.0 m kg *400 *400 2.2
9.8 ft lb *880 *880 (7.2)
2.5 m kg *370 *370 *340 *340 2.76
8.2 ft lb *820 *820 *750 *750 (9.1)
2.0 m kg *390 *390 320 300 300 280 3.1
6.6 ft lb *860 *860 710 660 660 620 (10.2)
1.5 m kg *530 *530 410 390 310 290 270 250 3.3
4.9 ft lb *1,170 *1,170 900 860 680 640 600 550 (10.8)
1.0 m kg 560 520 400 380 310 290 260 240 3.39
3.3 ft lb 1,230 1,150 880 840 680 640 570 530 (11.1)
0.5 m kg 540 500 390 360 300 280 250 240 3.39
1.6 ft lb 1,190 1,100 860 790 660 620 550 530 (11.1)

0.0 m
kg 530 490 380 360 300 280 260 250 3.29

0.0 ft 1,170 1,080 840 790 660 620 570 550 (10.8)
 -0.5 m kg 530 490 380 360 300 280 290 270 3.08
 -1.6 ft lb 1,170 1,080 840 790 660 620 640 600 (10.1)
 -1.0 m kg 540 490 390 360 340 320 2.74
 -3.3 ft lb 1,190 1,080 860 790 750 710 (9.0)
 -1.5 m kg *520 510 *440 *440 2.15
 -4.9 ft lb *1,150 1,120 *970 *970 (7.1)

Boom : 1.80 m (5’ 11”) / Arm : 0.96 m (3’ 2”) / without Bucket / Dozer blade down / 230 mm (9”) rubber tracks (extended) / Cabin

Boom : 1.80 m (5’ 11”) / Arm : 0.96 m (3’ 2”) / without Bucket / Dozer blade up / 230 mm (9”) rubber tracks (extended) / Cabin

1.	Lifting capacity is based on ISO 10567.

2. Lifting capacity of the Robex Series does not exceed 75% of the tipping load with the machine on firm, level ground or 87% of full 
hydraulic capacity.

3. The Lift-point is bucket pivot mounting pin on the arm (without bucket mass).

4. (*) indicates the load limited by hydraulic capacity.

LIFTING CAPACITY

R18-9AK

  Rating over-front        Rating over-side or 360 degrees 

Lift-point radius
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LIFTING CAPACITY

Load point 
height  
m (ft)

Lift-point radius At max. Reach

2.0 m (6.6 ft) 2.5 m (8.2 ft) 3.0 m (9.8 ft) 3.5 m (11.5 ft) Capacity Reach

m (ft)

2.5 m kg *320 *320 *280 *280 2.96
8.2 ft lb *710 *710 *620 *620 (9.7)
2.0 m kg *340 *340 *350 280 *260 240 3.27
6.6 ft lb *750 *750 *770 620 *570 530 (10.7)
1.5 m kg *460 *460 *410 370 *380 280 *260 220 3.45
4.9 ft lb *1,010 *1,010 *900 820 *840 620 *570 490 (11.3)
1.0 m kg *660 500 *500 360 *420 270 *340 210 *270 210 3.54
3.3 ft lb *1,460 1,100 *1,100 790 *930 600 *750 460 *600 460 (11.6)
0.5 m kg *830 470 *580 340 *460 260 *370 210 *280 210 3.54
1.6 ft lb *1,830 1,040 *1,280 750 *1,010 570 *820 460 *620 460 (11.6)
0.0 m
0.0 ft

kg *900 460 *630 330 *490 260 *320 210 3.45
lb *1,980 1,010 *1,390 730 *1,080 570 *710 460 (11.3)

 -0.5 m kg *890 460 *640 330 *490 260 *370 230 3.25
 -1.6 ft lb *1,960 1,010 *1,410 730 *1,080 570 *820 510 (10.7)
 -1.0 m kg *810 460 *580 330 *430 270 2.93
 -3.3 ft lb *1,790 1,010 *1,280 730 *950 600 (9.6)
 -1.5 m kg *620 470 *430 360 2.42
 -4.9 ft lb *1,370 1,040 *950 790 (7.9)

Load point 
height  
m (ft)

Lift-point radius At max. Reach

2.0 m (6.6 ft) 2.5 m (8.2 ft) 3.0 m (9.8 ft) 3.5 m (11.5 ft) Capacity Reach

m (ft)

2.5 m kg *320 *320 *280 270 2.96
8.2 ft lb *710 *710 *620 600 (9.7)
2.0 m kg *340 *340 280 270 240 230 3.27
6.6 ft lb *750 *750 620 600 530 510 (10.7)
1.5 m kg *460 *460 370 350 280 260 220 210 3.45
4.9 ft lb *1,010 *1,010 820 770 620 570 490 460 (11.3)
1.0 m kg 500 470 360 340 270 260 210 200 210 200 3.54
3.3 ft lb 1,100 1,040 790 750 600 570 460 440 460 440 (11.6)
0.5 m kg 480 440 350 320 270 250 210 200 210 200 3.54
1.6 ft lb 1,060 970 770 710 600 550 460 440 460 440 (11.6)
0.0 m
0.0 ft

kg 470 430 340 320 260 240 210 200 3.45
lb 1,040 950 750 710 570 530 460 440 (11.3)

 -0.5 m kg 460 430 330 310 260 240 230 220 3.25
 -1.6 ft lb 1,010 950 730 680 570 530 510 490 (10.7)
 -1.0 m kg 470 430 340 310 270 250 2.93
 -3.3 ft lb 1,040 950 750 680 600 550 (9.6)
 -1.5 m kg 480 440 360 340 2.42
 -4.9 ft lb 1,060 970 790 750 (7.9)

R18-9AK

Boom : 1.80 m (5’ 11”) / Arm : 1.12 m (3’ 8”) / without Bucket / Dozer blade down / 230 mm (9”) rubber tracks (extended) / Canopy

Boom : 1.80 m (5’ 11”) / Arm : 1.12 m (3’ 8”) / without Bucket / Dozer blade up / 230 mm (9”) rubber tracks (extended) / Canopy

  Rating over-front        Rating over-side or 360 degrees 

1. Lifting capacity is based on ISO 10567.

2. Lifting capacity of the Robex Series does not exceed 75% of the tipping load with the machine on firm, level ground or 87% of full 
hydraulic capacity.

3. The Lift-point is bucket pivot mounting pin on the arm (without bucket mass).

4. (*) indicates the load limited by hydraulic capacity.

Lift-point radius
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Load point 
height  
m (ft)

Lift-point radius At max. Reach

2.0 m (6.6 ft) 2.5 m (8.2 ft) 3.0 m (9.8 ft) 3.5 m (11.5 ft) Capacity Reach

m (ft)

2.5 m kg *320 *320 *280 *280 2.96
8.2 ft lb *710 *710 *620 *620 (9.7)
2.0 m kg *340 *340 *350 310 *260 *260 3.27
6.6 ft lb *750 *750 *770 680 *570 *570 (10.7)
1.5 m kg *460 *460 *410 *410 *380 310 *260 250 3.45
4.9 ft lb *1,010 *1,010 *900 *900 *840 680 *570 550 (11.3)
1.0 m kg *660 550 *500 400 *420 300 *340 240 *270 240 3.54
3.3 ft lb *1,460 1,210 *1,100 880 *930 660 *750 530 *600 530 (11.6)
0.5 m kg *830 530 *580 380 *460 300 *370 240 *280 230 3.54
1.6 ft lb *1,830 1,170 *1,280 840 *1,010 660 *820 530 *620 510 (11.6)
0.0 m
0.0 ft

kg *900 520 *630 380 *490 290 *320 240 3.45
lb *1,980 1,150 *1,390 840 *1,080 640 *710 530 (11.3)

 -0.5 m kg *890 510 *640 370 *490 290 *370 260 3.25
 -1.6 ft lb *1,960 1,120 *1,410 820 *1,080 640 *820 570 (10.7)
 -1.0 m kg *810 520 *580 370 *430 300 2.93
 -3.3 ft lb *1,790 1,150 *1,280 820 *950 660 (9.6)
 -1.5 m kg *620 530 *430 400 2.42
 -4.9 ft lb *1,370 1,170 *950 880 (7.9)

Load point 
height  
m (ft)

Lift-point radius At max. Reach

2.0 m (6.6 ft) 2.5 m (8.2 ft) 3.0 m (9.8 ft) 3.5 m (11.5 ft) Capacity Reach

m (ft)

2.5 m kg *320 *320 *280 *280 2.96
8.2 ft lb *710 *710 *620 *620 (9.7)
2.0 m kg *340 *340 320 300 *260 260 3.27
6.6 ft lb *750 *750 710 660 *570 570 (10.7)
1.5 m kg *460 *460 *410 390 310 290 250 230 3.45
4.9 ft lb *1,010 *1,010 *900 860 680 640 550 510 (11.3)
1.0 m kg 560 520 400 370 310 290 240 230 240 220 3.54
3.3 ft lb 1,230 1,150 880 820 680 640 530 510 530 490 (11.6)
0.5 m kg 540 500 390 360 300 280 240 220 240 220 3.54
1.6 ft lb 1,190 1,100 860 790 660 620 530 490 530 490 (11.6)
0.0 m
0.0 ft

kg 530 480 380 350 290 280 240 230 3.45
lb 1,170 1,060 840 770 640 620 530 510 (11.3)

 -0.5 m kg 520 480 380 350 290 270 260 250 3.25
 -1.6 ft lb 1,150 1,060 840 770 640 600 570 550 (10.7)
 -1.0 m kg 530 480 380 350 300 280 2.93
 -3.3 ft lb 1,170 1,060 840 770 660 620 (9.6)
 -1.5 m kg 540 490 410 380 2.42
 -4.9 ft lb 1,190 1,080 900 840 (7.9)

Boom : 1.80 m (5’ 11”) / Arm : 1.12 m (3’ 8”) / without Bucket / Dozer blade down / 230 mm (9”) rubber tracks (extended) / Cabin

Boom : 1.80 m (5’ 11”) / Arm : 1.12 m (3’ 8”) / without Bucket / Dozer blade up / 230 mm (9”) rubber tracks (extended) / Cabin

1. Lifting capacity is based on ISO 10567.

2. Lifting capacity of the Robex Series does not exceed 75% of the tipping load with the machine on firm, level ground or 87% of full 
hydraulic capacity.

3. The Lift-point is bucket pivot mounting pin on the arm (without bucket mass).

4. (*) indicates the load limited by hydraulic capacity.

LIFTING CAPACITY

R18-9AK

  Rating over-front        Rating over-side or 360 degrees 

Lift-point radius
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STANDARD EQUIPMENT 
ISO STANDARD CANOPY

Canopy FOPS (ISO 10262)
Canopy TOPS (ISO 12117)

GAUGES
Fuel level gauge
Engine coolant
Temperature gauge

WARNING
Quick coupler
Engine oil pressure
Engine coolant temperature
Preheat
Low battery
Air cleaner clogging
Low fuel level

TRAVEL MOTOR WITH PARKING BRAKE
ONE KEY
ADJUSTABLE SUSPENSION SEAT WITH SEAT BELT
CONSOLE BOX TILTING SYSTEM (LH.)
TWO FRONT WORKING LIGHTS
ELECTRIC HORN
BATTERY (1 X 12 V X 80 AH)
BATTERY MASTER SWITCH
AUTOMATIC SWING BRAKE
REMOVABLE RESERVOIR TANK
WATER SEPARATOR, FUEL LINE
MONO BOOM (1.80 M, 5' 11")
ARM (0.96 M, 3' 2")
RUBBER CRAWLER (230 MM, 9")
SINGLE ACTING PIPING (BREAKER, ETC)
DOUBLE ACTING PIPING (CLAMSHELL, ETC)
AUTO SHIFT TRAVELING SYSTEM
EMERGENCY STOP SWITCH
TOOL BOX
GLOW CONTROL

OPTIONAL EQUIPMENT
TOOL KIT
PATTERN CHANGE VALVE
CABIN FOPS (ISO 10262) / TOPS (ISO 12117)
PROPORTIONAL AUXILIARY HYDRAULIC LINE
PROPORTIONAL ROTATION PIPING
HEATING FOR CABIN
LONG ARM (1.12 M, 3'8")
CABIN LIGHT
BEACON LAMP
MP3 RADIO
QUICK COUPLER PIPING
CENTRAL GREASING SYSTEM
BOOM/ARM SAFETY VALVES (FOR LIFTING WORK OVER 1,000 KG)

* �Standard and optional equipment may vary. Contact your Hyundai dealer for more information.  
The machine may vary according to International standards.

* �The photos may include attachments and optional equipment that are not available in your area.

* �Materials and specifications are subject to change without advance notice.

* �All imperial measurements rounded off to the nearest pound or inch.

STANDARD/OPTIONAL EQUIPMENT

R18-9AK  23
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Ready to experience the Hyundai Effect? 

Contact your Hyundai dealer.
hyundai-ce.eu/en/dealer-locator

Specifications and design are subject to change without notice. Pictures of Hyundai
Construction Equipment Europe products may show other than standard equipment. 

Hyundai Construction Equipment Europe nv,  
Hyundailaan 4, 3980 Tessenderlo, Belgium.  
Tel: (+32) 14-56-2200 Fax: (+32) 14-59-3405
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