








Wide opening doors, covers 
and hoods provide easy 
access for servicing tasks.

The durable air cleaner is designed 
for convenient maintenance.

The lubrication bank  
centralises grease fittings  
for quick, easy servicing.

Working to a busy schedule, you 
need equipment that runs smoothly 
and can be easily maintained. The 
R30Z-9AK is designed for fast, easy 
servicing and monitoring with 
convenient access to important 
servicing points.
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FOCUSED TECHNOLOGIES 
FOR THE RESULTS YOU WANT
Each Hyundai compact excavator is designed 
to create better conditions for operators and 
deliver the ultimate ownership experience. 
Every detail is carefully fine-tuned to match 
your needs in the field, including better safety 
and comfort, higher productivity, maximum 
uptime and easy servicing. It’s all part of the 
Hyundai Effect.

See more at www.hyundai.eu/en

HYUNDAI R30Z-9AK COMPACT EXCAVATOR
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SPECIFICATIONS
ENGINE
Model KUBOTA D1305

Type 4 Cycle Diesel engine, in line, water cooled

Rated flywheel horse power

SAE
J1995 (gross) 18.5 kW (24.9 HP) / 2,350 rpm

J1349 (net) 17.3 kW (23.2 HP) / 2,350 rpm

DIN
6271/1 (gross) 18.5 kW (25.2 PS) / 2,350 rpm

6271/1 (net) 17.3 kW (23.5 PS) / 2,350 rpm

Max. torque 8.3 kgf.m (60.17 lbf.ft) / 1,600 rpm

Bore x stroke 78 mm x 88 mm (3.07" x 3.46")

Piston displacement 1,261 cc (76.9 in3)

Batteries 12 V - 58 Ah

Starting motor 12 V - 1.4 kW

Alternator 12 V - 40 A

HYDRAULIC SYSTEM
MAIN PUMP

Type variable displacement piston pumps

Max. flow 2 x 27.6 + 19.6 /min

Sub-pump for pilot circuit Gear pump

Cross-sensing and fuel saving pump system

HYDRAULIC MOTORS

Travel
Two speed axial piston motor with
counter balance valve and parking brake

Swing Axial piston motor with automatic brake

RELIEF VALVE SETTING

Implement circuits 220 Kgf/cm2 (3,130 psi)

Travel circuit 220 Kgf/cm2 (3,130 psi)

Swing circuit 170 Kgf/cm2 (2,420 psi)

Pilot circuit 30 Kgf/cm2 (430 psi)

Service valve Installed

HYDRAULIC CYLINDERS
No. of cylinder - bore x stroke

Boom 75 x 565 mm (3.0” x 22.2”)

Arm 70 x 500 mm (2.8” x 19.7”)

Bucket 60 x 420 mm (2.4” x 16.5”)

Boom swing 75 x 400 mm (3.0” x 15.7”)

Dozer blade 95 x 140 mm (37” x 5.5”)

OPERATOR’S CABIN
Noise Levels (dynamic value)

Outside cabin - LwA 94 dB

Inside cabin - LpA 75 dB

HYDRAULIC CONTROLS
Type

Pilot control
Two joysticks with one safety lever
(LH): Swing and arm,
(RH): Boom and bucket with horn (ISO)

Engine throttle Mechanical, cable type

TRAVEL LEVERS
Traveling and steering: Two levers with foldable pedals.

SWING SYSTEM
Swing motor Axial piston motor

Swing reduction Planetary gear reduction

Swing bearing lubrication Grease-bathed

Swing brake Wet disc

Swing speed 9.1 rpm

DRIVES & BRAKES
Max. travel speed  
(high / low)

4.3 km/h / 2.4 km/h
((2.7 mph) / (1.5 mph))

Maximum traction force 2.4 ton

Maximum gradeability 30°

Parking brake (Option) wet disc

DIGGING FORCE (ISO)

Bucket

2,150 kgf

20.1 kN

4,520 lbf

Arm

1,400 [1,265] kgf

13.7 [12.4] kN

3,090 [2,790] lbf

OPERATING WEIGHT APPROXIMATE
Operating weight, including 2,030 mm (6’ 8”) boom; 1,120 mm (3’ 8”) arm;
SAE heaped 0.08 m3 (0.1 yd3) excavator bucket, lubricant, coolant, full fuel tank,
full hydraulic tank and all standard equipments.

Shoe Width Rubber shoe 300 mm (11.8”)

Operating weight
Cabin 3,005 Kg (6,625 lb)

Canopy 2,895 Kg (6,382 lb)

Option Weight

Quick coupler  + 46 Kg (101 lb)

Canopy  - 110 Kg (243 lb)

Additional
counter
weight

+ 130 Kg (287 lb)

Ground pressure
Cabin 0.29 kg/cm2 (4.12 psi)

Canopy 0.27 kg/cm2 (3.84 psi)

UNDERCARRIAGE
X-leg type center frame is integrally welded with reinforced box-section track
frames. The undercarriage includes lubricated rollers, track adjusters with shock
absorbing springs and sprockets and rubber shoes.

Center frame X-leg type

Track frame Pentagonal box type

No. of carrier roller on each side 1

No. of track roller on each side 3
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R30Z-9AK DIMENSIONS

mm (ft . in)

mm (ft . in)

* Long Arm

A Overall width of upper structure 3840 (12' 7") G Ground clearance 290 (11”)

B Overall width of upper structure 2300 (7' 7") H Tumbler distance 1,550 (4’ 11”)

C Overall height of cabin 980 ~ 1250 (3' 3"~ 4' 1") I Track length 1,970 (6’ 6”)

D
Tail swing radius - standard counterweight
Tail swing radius - additional counterweight

1065 (3' 6") J Track gauge 1,250 (4’ 1”)

E Overall width 1,550 (5’ 1”) K Track shoe width 300 (1’ 0”)

F Clearance under counterweight 540 (1’ 9”) L
Overall length - Standard Arm
Overall length - Long Arm

4,180 (13’ 9”)
4,220 (13’ 10”)

R30Z-9AK WORKING RANGE

Boom length 2,030 (6’ 8”)

Arm length 1,120 (3’ 8”) *1,350 (4’ 5”)

A Max. digging reach 4,650 (15’ 3”) *4,860 (15’ 11”)

A' Max. digging reach at ground 4,515 (14’ 10”) *4,735 (15’ 6”)

B Max. digging depth 2,500 (8’ 2”) *2,720 (8’ 11”)

C
Max. vertical wall digging 
depth

2,085 (6’ 10”) *2,310 (7’ 7”)

D Max. digging height 4,270 (14’ 0”) *4,405 (14’ 5”)

E Max. dumping height 2,890 (9’ 6”) *3,030 (9’ 11”)

F Min. front swing radius 2,055 (6’9”) *2,090 (6’10”)

DIMENSIONS & 
WORKING RANGE
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STANDARD EQUIPMENT R30Z-9AK
CERTIFIED CABIN

ROPS (Roll-over protective structure)
FOG (Falling object guard)
TOPS (Tip-over protective structure)

ALL-WEATHER STEEL CABIN WITH ALL-AROUND VISIBILITY
SAFETY GLASS WINDOWS
SLIDING FOLD-IN FRONT WINDOW
SLIDING SIDE WINDOW
LOCKABLE DOOR
ACCESSORY BOX 
CENTRALISED MONITORING
GAUGES

Fuel level gauge
Engine coolant temperature gauge

WARNING LAMPS
Engine oil pressure
Engine coolant temperature
Preheat engine
Low battery
Air cleaner clogging
Fuel empty

DOOR AND LOCKS, ONE KEY FITS ALL
MECHANICAL SUSPENSION SEAT WITH SEAT BELT
CONSOLE BOX TILTING SYSTEM (LH.)
ACCUMULATOR, WORK EQUIPMENT LOWERING
TRAVEL ALARM
WORKING LIGHT BOOM
ELECTRIC HORN
BATTERY (1 X 12 V X 80 AH)
BATTERY MASTER SWITCH
AUTOMATIC SWING BRAKE
REMOVABLE RESERVOIR TANK
WATER SEPARATOR, FUEL LINE
MONO BOOM (1.945 M; 6’ 5”)
ARM (2.30 M; 6’ 8”)
RUBBER TRACK (250 MM; 10")
SINGLE ACTING PIPING (BREAKER, ETC)
DOUBLE ACTING PIPING (CLAMSHELL, ETC)
BUCKET 0.07 M³

OPTIONAL EQUIPMENT R30Z-9AK
CERTIFIED CANOPY
BEACON LAMP
QUICK COUPLER
LONG ARM (1.35 M; 4’ 5”)
HEATER & DEFROSTER
RADIO / USB PLAYER
PATTERN CHANGE VALVE
ADDITIONAL COUNTERWEIGHT
QUICK COUPLER PIPING
DOUBLE ACTING PROPORTIONAL PIPING
ROTATION PROPORTIONAL PIPING
BIO OIL
CUSTOMIZED PAINTING
CABIN LIGHT
CENTRAL GREASING SYSTEM

* �Standard and optional equipment may vary. Contact your Hyundai dealer for more information. The machine may vary according to International 
standards.

* �The photos may include attachments and optional equipment that are not available in your area.
* �Materials and specifications are subject to change without advance notice.
* �All imperial measurements rounded off to the nearest pound or inch.
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Ready to experience the Hyundai Effect? 
Contact your Hyundai dealer.
www.hyundai.eu/dealer

Specifications and design are subject to change without notice. Pictures of Hyundai 
Construction Equipment Europe products may show other than standard equipment.

Hyundai Construction Equipment Europe nv, Hyundailaan 4, 3980 
Tessenderlo, Belgium. Tel: (32) 14-56-2200 Fax: (32) 14-59-3405
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