










LIFTING CAPACITY

Lift-point 
height 

m

Lift-point radius At max. Reach

1.0 m 2.0 m 3.0 m 4.0 m Capacity Reach

m

4.0 m kg *670 *670 3.12

3.5 m kg *640 580 3.66

3.0 m kg *630 500 *630 490 4.04

2.5 m kg *670 *670 *620 500 *630 440 4.30

2.0 m kg *790 780 *650 490 *630 410 4.48

1.5 m kg *930 750 *700 480 *640 390 4.58

1.0 m kg *1070 720 *740 470 *650 380 4.61

0.5 m kg *1160 700 *780 460 *660 380 4.57

0.0 m kg *1260 *1260 *1200 690 *790 460 *670 390 4.46

 -0.5 m kg *1930 1320 *1180 690 *780 460 *690 420 4.27

 -1.0 m kg *1900 1330 *1120 690 *690 460 4.00

 -1.5 m kg *1640 1340 *980 700 *690 540 3.61

 -2.0 m kg *1220 *1220 *680 *680 *660 *660 3.03

Lift-point 
height 

m

Lift-point radius At max. Reach

1.0 m 2.0 m 3.0 m 4.0 m Capacity Reach

m

4.0 m kg *670 *670 3.12

3.5 m kg 620 540 3.66

3.0 m kg 530 470 520 460 4.04

2.5 m kg *670 *670 530 470 470 410 4.30

2.0 m kg *790 720 520 460 430 380 4.48

1.5 m kg 800 690 510 450 410 360 4.58

1.0 m kg 770 670 500 440 410 350 4.61

0.5 m kg 750 650 490 430 410 350 4.57

0.0 m kg *1260 1190 740 630 490 420 420 360 4.46

 -0.5 m kg 1450 1200 740 630 490 420 440 390 4.27

 -1.0 m kg 1460 1210 740 630 490 430 4.00

 -1.5 m kg 1480 1220 750 640 580 500 3.61

 -2.0 m kg *1220 *1220 *680 660 *660 660 3.03

R35Z-9A

Boom : 2.50 m / Arm : 1.30 m / w/o bucket / Dozer down : 300 mm Rubber track, Canopy w/o addtional counterweight

Boom : 2.50 m / Arm : 1.30 m / w/o bucket / Dozer up : 300 mm Rubber track, Canopy w/o additional counterweight

  Rating over-front        Rating over-side or 360 degrees 

1.	Lifting capacity is based on SAE J1097, ISO 10567.

2.	Lifting capacity of the Robex Series does not exceed 75% of the tipping load with the machine on firm, level ground or 87% of full hydraulic capacity.

3.	The Lift-point is a hook located (standard equipment) on the back of the bucket.

4.	(*) indicates load limited by hydraulic capacity.

5.	Caution: please be aware of the local regulations and instructions for lifting operations.

HYUNDAI R35-9A COMPACT EXCAVATOR

R35Z-9A_brochure_revamp_A4_EN_2021_1118.indd   16R35Z-9A_brochure_revamp_A4_EN_2021_1118.indd   16 18-11-2021   11:2918-11-2021   11:29



LIFTING CAPACITY

1.	Lifting capacity is based on SAE J1097, ISO 10567.

2.	Lifting capacity of the Robex Series does not exceed 75% of the tipping load with the machine on firm, level ground or 87% of full hydraulic capacity.

3.	The Lift-point is a hook located (standard equipment) on the back of the bucket.

4.	(*) indicates load limited by hydraulic capacity.

5.	Caution: please be aware of the local regulations and instructions for lifting operations.

Lift-point 
height 

m

Lift-point radius At max. Reach

1.0 m 2.0 m 3.0 m 4.0 m Capacity Reach

m

4.0 m kg *580 *580 3.57

3.0 m kg *540 *540 *550 460 4.37

2.0 m kg *680 *680 *590 530 *530 400 4.77

1.0 m kg *980 780 *700 510 *550 370 4.89

0.0 m kg *1320 *1320 *1170 730 *780 490 *620 380 4.76

-1.0 m kg *1570 *1570 *2070 1380 *1150 720 *750 480 *640 430 4.34

-2.0 m kg *2520 *2520 *1520 1420 *880 740 *640 600 3.50

Lift-point 
height 

m

Lift-point radius At max. Reach

1.0 m 2.0 m 3.0 m 4.0 m Capacity Reach

m

4.0 m kg *580 *580 3.57

3.0 m kg *540 510 490 430 4.37

2.0 m kg *680 *680 560 490 420 370 4.77

1.0 m kg 830 720 540 470 390 340 4.89

0.0 m kg *1320 1250 790 670 520 450 410 350 4.76

-1.0 m kg *1570 *1570 1530 1260 780 660 510 440 460 400 4.34

-2.0 m kg *2520 *2520 *1520 1290 800 680 *640 550 3.50

R35Z-9A

Boom : 2.50 m / Arm : 1.60 m / w/o bucket / Dozer down: 300 mm Rubber tracks, Cabin w/o additional counterweight

Boom : 2.50 m / Arm : 1.60 m / w/o bucket / Dozer up: 300 mm Rubber tracks, Cabin w/o additional counterweight

  Rating over-front        Rating over-side or 360 degrees 
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LIFTING CAPACITY

Lift-point 
height 

m

Lift-point radius

1.0 m 1.5 m 2.0 m 2.5 m 3.0 m 

4.0 m kg

3.5 m kg

3.0 m kg

2.5 m kg

2.0 m kg *680 *680

1.5 m kg *1050 *1050 *830 *830

1.0 m kg *1320 1130 *980 860

0.5 m kg *1500 1090 *1100 830

0.0 m kg *1320 *1320 *1570 1070 *1170 820

 -0.5 m kg *1180 *1180 *1280 *1280 *1770 1530 *1560 1060 *1180 810

 -1.0 m kg *1570 *1570 *1760 *1760 *2070 1540 *1500 1060 *1150 810

 -1.5 m kg *2000 *2000 *2320 *2320 *1850 1550 *1360 1070 *1060 810

 -2.0 m kg *2520 *2520 *2300 *2300 *1520 *1520 *1140 1090 *880 830

Lift-point 
height 

m

Lift-point radius

1.0 m 1.5 m 2.0 m 2.5 m 3.0 m 

4.0 m kg

3.5 m kg

3.0 m kg

2.5 m kg

2.0 m kg *680 *680

1.5 m kg *1050 *1050 *830 *830

1.0 m kg 1220 1040 930 800

0.5 m kg 1180 1000 900 770

0.0 m kg *1320 *1320 1160 980 880 760

 -0.5 m kg *1180 *1180 *1280 *1280 1690 1400 1150 980 870 750

 -1.0 m kg *1570 *1570 *1760 *1760 1700 1400 1160 980 870 750

 -1.5 m kg *2000 *2000 *2320 *2320 1720 1420 1170 990 880 750

 -2.0 m kg *2520 *2520 *2300 *2300 *1520 1440 *1140 1000 *880 770

R35Z-9A

Boom : 2.50 m / Arm : 1.60 m / w/o bucket / Dozer down: 300 mm Rubber tracks, Cabin with additional counterweight

Boom : 2.50 m / Arm : 1.60 m / w/o bucket / Dozer up: 300 mm Rubber tracks, Cabin with additional counterweight

1.	Lifting capacity is based on SAE J1097, ISO 10567.

2.	Lifting capacity of the Robex Series does not exceed 75% of the tipping load with the machine on firm, level ground or 87% of full hydraulic capacity.

3.	The Lift-point is a hook located (standard equipment) on the back of the bucket.

4.	(*) indicates load limited by hydraulic capacity.

5.	Caution: please be aware of the local regulations and instructions for lifting operations.

HYUNDAI R35-9A COMPACT EXCAVATOR
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Lift-point radius At max. Reach

3.5 m 4.0 m 4.5 m Capacity Reach

m

*570 *570 *580 *580 3.57

*510 *510 *560 *560 *570 *570 4.04

*520 *520 *540 *540 *550 520 4.37

*560 *560 *550 *550 *560 490 *530 470 4.61

*630 *630 *590 590 *570 490 *530 440 4.77

*710 710 *640 580 *600 480 *530 430 4.87

*800 690 *700 570 *630 470 *550 420 4.89

*880 670 *740 550 *660 470 *580 420 4.86

*930 660 *780 550 *670 460 *620 430 4.76

*950 650 *780 540 *650 460 *630 450 4.59

*920 650 *750 540 *640 490 4.34

*840 650 *650 550 3.99

*640 *640 *640 *640 3.50

Lift-point radius At max. Reach

3.5 m 4.0 m 4.5 m Capacity Reach

m

*570 *570 *580 *580 3.57

*510 *510 *560 560 *570 550 4.04

*520 *520 *540 *540 *550 480 4.37

*560 *560 *550 *550 520 460 500 440 4.61

*630 *630 *590 550 520 460 470 410 4.77

*710 660 620 540 510 450 450 400 4.87

730 640 600 530 500 440 440 390 4.89

720 620 590 510 500 430 440 390 4.86

700 610 580 510 490 430 460 400 4.76

700 600 580 500 490 430 480 420 4.59

700 600 580 500 520 450 4.34

700 610 590 510 3.99

*640 620 *640 620 3.50

  Rating over-front        Rating over-side or 360 degrees 
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Ready to experience the Hyundai Effect? 

Contact your Hyundai dealer.
hyundai-ce.eu/en/dealer-locator

Specifications and design are subject to change without notice. Pictures of Hyundai
Construction Equipment Europe products may show other than standard equipment. 

Hyundai Construction Equipment Europe nv,  
Hyundailaan 4, 3980 Tessenderlo, Belgium.  
Tel: (+32) 14-56-2200 Fax: (+32) 14-59-3405
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